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DEHUMIDIFIER  - revolution 

WARNING! Do not alter or modify your dehumidi-
fier in any way. WARNING! Electric shock hazard, 
rotating fan, hot surface hazards. Unplug unit be-
fore opening cover for cleaning or servicing.  
WARNING! Unit must be grounded.  
Keep motor and wiring dry. Keep out of standing wa-
ter and do not install in area likely to be subject to 
water intrusion. Do not expose to rain, water or snow. 
Insert three-prong plug on power cord into a match-
ing electrically grounded outlet. Do not use adapter. 
Never cut off third prong.  Do not use an extension 
cord. To reduce the risk of fire or electric shock, do 
not use this unit with solid-state speed control de-vice.  

FIRE HAZARD  
Keep away from open flames and heat sources.  

Do not use or store where vapors from gasoline, sol-
vents, thinners or other flammable materials may be 
present.  
WARNING! Unplug unit before cleaning or servic-
ing.  
Turn off unit and unplug before lifting or moving.  

Handle the unit carefully. Always operate the unit on a 
stable, level surface. Do not drop, throw, or place 
where it could fall. Rough treatment can damage the 
unit, and may create a hazardous condition . 

Inspect the power cord before use. The unit must be 
operated on a 115V/60 Hz circuit protected by a 
Ground Fault Circuit Interrupter (GFCI) device.  

 

Set unit upright  
NOTICE: Always store, transport, and use the unit 
in a horizontal position. If the unit is ever placed 
in a vertical position, return it to the horizontal 
position and let it stand for at least 30 minutes 
before turning it on.  

Positioning a Dehumidifier  
For best results, operate your dehumidifiers in an en-
closed area. Close all doors and windows that open to 
the outside to maximize water removal efficiency. 
Place your dehumidifier away from obstructions, and 
keep it away from anything that could block airflow 
into and out of the unit.  
 

Set up drain hose  
This hose is equipped with a quick-connect fitting for quick 
attachment to the provided 40 ft.drain hose. Unwrap the en-
tire hose and place the unattached end in a sink, drain, 
bucket or outdoors – anywhere that water can drain out 
safely. If you use a bucket or other container for water col-
lection, check it regularly to prevent overflows.  
 

Turn the unit on  
The control panel on the dehumidifier has a display and a 
touchpad with four keys. Press the ON/OFF to turn the unit 
on. The unit will now go through a compressor delay count-
down (up to sixty seconds in duration) and a self diagnostics 
process.  Once the compressor delay countdown and self-
diagnostics are complete, the display will switch to normal 
display mode.  
 

Normal Operation  
The default operating mode keeps the dehumidifier run-
ning at its maximum capacity. This is ideal for most res-
toration application To control humidity at a specific level, 
choose Humidistat Mode, described be-low.  

Humidistat Mode  
HUMIDISTAT MODE ON/OFF >  
In ON mode, unit will maintain the humidistat setpoint (see 
below). Press MENU SELECTION to toggle be-tween ON 
and OFF. NOTE: When in Humidistat mode, the unit will dis-
play HUMIDISTAT on the top line during normal operation 
rather than JOB HOURS.  
HUMIDISTAT SETPOINT 00% >  
Sets humidity level when unit is in Humidistat Mode. Press 
MENU SELECTION to change RH value. Each press of the 
button increases the setting by 5% incre-ments, cycling 
through 90%RH and starting again at 40%RH.  
TEMP UNITS F° >  
Shows current temperature scale. Press MENU SELEC-
TION to select Fahrenheit or Centigrade scale.  
LANGUAGE ENGLISH >  
Shows current display panel language. Press MENU SE-
LECTION to select Spanish, German, French or English.  
COIL TEMP 00°F  
Displays the cold (evaporator) coil temperature.  
SENSOR ID > 00000000  
This function is not used on the Revolution.  
COMPRSSR CURRENT 0.0 A  
Shows compressor current draw in amps.  
NOTICE: To ensure the condensate tank empties com-
Normal Display:  
 



AT THE END OF THE JOB  
To reduce the possibility of drips when moving the 
unit, follow these additional steps to ensure that all 
water is removed from the unit.  
NOTICE: To ensure the condensate tank empties 
com-pletely while purging, make sure the unit is po-
sitioned horizontally on a flat surface.  
1. If the unit is in a defrost cycle, wait until the unit 
has returned to normal operating mode before pro-
ceeding. To check, review the control panel. The 
control panel will show one of the following:  
Defrost in progress:  
UNIT ON 00 HRS DEFROST XX  
Display mode when unit is in defrost mode. XX indi-
cates the minutes remaining on the defrost cycle.  
Shutdown Sequence  
WAIT FOR DEFROST XX  
Display mode when unit is in defrost and is powered 
down by the user. Unit will complete the defrost cy-
cle to remove any built-up ice and then purge the 
pump. XX indicates the minutes remaining on the 
defrost cycle.  
Normal Display:  
UNIT ON 00 HRS INLET XX° F  
Wait until the control shows the normal display be-
fore proceeding.  
2. Gently rock the machine to ensure any water re-
main-ing on interior surfaces falls into the sump ar-
ea.  
3. Press the PURGE key. When the purge cycle is 
complete, turn the unit off.  
4. Remove the external drain hose, drain it carefully, 
coil it and secure it with one of the Velcro straps pro-
vided on the side of the unit.  
5. Unplug power cord from power supply and from 
base of the machine, coil neatly, coil it and secure it 
with one of the Velcro straps provided on the side of 
the unit.  

 


